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Front-to-back
Proven power and durability



Featuring the industry’s most powerful springs and strong, 
durable arms, the Easy Cover tarp system is the most 
cost-effective and easy to use front-to-back system for 
dump applications.

 Our robust range of springs are engineered to fit 
all dump bodies and trailers up to 53'.

FOR YOUR 

THE RIGHT 

APPLICATION
SPRING 

Undermount
up to 42'

10-Spring
45' to 53'

Twin 280°
all dump bodies



STRONG HIGH MOUNT TENSION
Eliminates arm bounce
When mounted high, the Aero Easy Cover Twin 280° Spring travels up to 
170°, exceeding the capabilities of conventional springs. The result is extreme 
downforce and unsurpassed performance. Drivers have a clear sight path when 
backing up, allowing them to be safer and more efficient. High mount arms are 
shorter, lighter and more cost-effective.

PATENTED DOUBLE HELIX DESIGN

UNIVERSAL MOUNT

CLEAR SIGHT PATH

SHORTER ARMS = LESS COST

TWIN 280°

GAME CHANGER
 ASPHALT HAULERS

FITS ALL DUMP BODIES

FOR



INDUSTRY'S STRONGEST AND MOST RELIABLE
Easy installation with no welding needed 
Our undermount spring has stood the test of time and is recognized as 
the industry’s most durable and longest lasting coiled spring assembly. 
The clean through shaft design allows the arms to fit flush against the 
bottom rail. Also available for refuse applications.

POWERPACK
Its low-profile design is fully enclosed, protecting the 
springs from all elements. The universal design can 
mount to driver or passenger side of dump bodies 
and trailers up to 28'. 

5-SPRING FLANGE
Alternative to the undermount when space is limited 
on dump trailers up to 38'. 

SITS FLUSH AGAINST TRAILER BODY

PLATED OR POWDER COATED 
COMPONENTS

FRONT ASSEMBLY

Aero’s one-piece, adjustable wind deflector requires 
no drilling and is ideal for dump body cab shields or 
trailers with square front corners. Our pre-assembled 
tarp housing fully encloses the tarp roll-up tube, 
requires no welding, and is ideal for trailers with radius 
or diagonal front corners.

HEAVY-DUTY AND AERODYNAMIC

ADJUSTABLE WIND DEFLECTOR

TARP HOUSING WITH STANDARD REAR OR 
OPTIONAL TOP-OPENING DESIGN

INDUSTRY BEST 
STRENGTH +

LONGEVITY
UP TO 42'

UNDERMOUNT






